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e PART NUMBER QTY DESCRIPTION MATERIAL
H LEAD FREE BRASS ALLOY ASTM
| | 014234____250N || 3/4" HANDWHEEL EXPANSION 584 (89833 /CBT850
2 | 532208 | | STRETCH BASE TRAY CASTING CAST IRON ASTM A48 CLASS 25
532209 | | STRETCH BOX UPPER SECTION CAST IRON ASTM A48 CLASS 25
532224 | | TOUCH READ LID CAST IRON ASTM A48 CLASS 25
Two-Stage Backflow-Prevention Low Lead Cast Bronze ASTM B
311930E |
Valve 584
H LEAD FREE BRASS ALLOY ASTM
50856 3EF || 3/4" INSIDE IP THREAD OUTLET 584 (89833 /CBT850
H LEAD FREE BRASS ALLOY ASTM
682357N || 3/4" REDUCED PORT BALL VALVE 584 (89833 /CBT850
G15529____250N |

3/4" FIP THREADS
OUTLET
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X 1 QA. APPR. 5/8"X3/4" CAST IRON METER BOX
o 008 7" RISER HEIGHT
ANGULAR £1° DO NOT SCALE DRAWING LEAD FREE BRASS
CORNER BREAK .015/.025
REVISIONS FINISH 125 pyin. RA (CD=CRITICAL ( )=REFERENCE SIZE DWG. NUMBER REV
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