I TEM PART
QTY DESCRIPTION MATERIAL
NO NUMBER
18" DIA SIDE LOCKING COMPOSITE
[ 311955 [ LID (SOLD SEPARATELY) COMPOSITE MATERIAL
2 546130 [ 24" STEEL PLATFORM HOT ROLLED STEEL
" RED BRASS ASTM B43 ALLOY C23000 06l
3 700014 4 " HOSE CONNECTOR TEMPER ANNEALED
4 700046- 1842 2 COIL PART PB 2110 CL 250 SDR-9
5 700098-1-M [ 18" LID FRAME CAST IRON ASTM A48 CLASS 25A
6 780002-2442 [ SHELL SUB ASSEMBLY SDR-51 PVC PIPE ASTM D2241 GRADE 1120
7 790010 12 " HEX NUT ASTM BI16 ALLOY C36000
24" X 2" INSULATION PAD
8 790164 [ PURCHASED SEPARATELY) ETHAFOAM 220 WHITE
" LEAD FREE BRASS ALLOY ASTM B584
9 330B242653N [ " FULL PORT 360 BALL VALVE C80833/C87850
" LEAD FREE BRASS ALLOY ASTM B584
) 330H14210 3 " METER COUPLING C80833/C87850
N 330UB1950CL0650 | " U-BAR ASTM B43 SEAMLESS RED BRASS C23000 061
TEMPER
" LEAD FREE BRASS ALLOY ASTM B584
12 502634E 2 | STRAINER SPUD C80833/C87850
OPTION CODE: 447
*FOR ZURN 350 XL
INTERPRET THIS DRAWING NAME DATE ITHIRD ANGLE PROJECTION
IN ACCORDANCE WITH
ASME Y14.5 2018 DRAWNBY | AOS Jan-16-25 EI
UNLESS OTHERWISE SPECIFIED D.E. APPR.
DIMENSIONS ARE IN INCHES.
MACHINING TOLERANCES: M.E. APPR. TITLE:
X 1 Q.A. APPR. 1" COIL TANDEM 24"
XX +.015
& Lo DIA X 42" DEEP
ANGULAR s1e DO NOT SCALE DRAWING LEAD FREE BRASS
CORNER BREAK .015/.025
REVISIONS FINISH 125 pin. RA (CD=CRITICAL ( )=REFERENCE SIZE DWG. NUMBER REV
REV ECR DESCRIPTION DRAWN BY DATE APPROVED TITLE TO AND OWNERSHIP OF THIS .
ENGINEERING DATA REMAINS IN Mueller Co. | MATERIAL: B 330CT2442XAAS000447N
ASSENT ON THE PART OF THE RECIPIENT TO
A DRAWING CREATED AOS 6/24/25 THESE CONDITIONS IS PRESUMED. STK NUMBER: REF.NO. SCALE: ‘WP ‘SHEET 10F 1
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